HIGH TEMPERATURE LONG LIFE BATTERY GOSC»R
FCDG12-200AT

GENERAL FEATURES DIMENSIONS & WEIGHT PERFORMANCE CHARACTERISTICS

Environmentally friendly Solar & Wind energy system
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Length(mm) 53241 _ _ 207 002c7 1200 ‘ charging curent
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Total Heighth(mm) 21941 Temperature effect on Design Service life Cycle life vs.Depth of discharge
Weight(k 58.6+3% 10 hour rate (18.20A,10.8V) | 182.0Ah ° °
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Standby Use Initial Charging Current ~ on battery self-discharge 20
IEC 60896-21/22 JIS C8704 y Less than 36A Voltage 13.6-13.8V 3 0.05CA
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Discharge Constant Current per Cell (Amperes at 25°C) @ 30°C/86°F
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1.67V 252.8 161.4 118.6 109.0 69.2 48.6 33.0 21.8 19.40 10.40 2.36 9 ) Temperature e
1.70V 248.0 158.4 116.4 107.0 68.0 47.8 324 21.4 19.00 10.20 2.30
1.75V 2434 155.4 114.2 105.0 66.6 46.8 31.8 21.0 18.8 10.00 2.26 BATTERY CONSTRUCTION
1.80V 234.0 149.4 109.8 101.0 64.0 45.0 30.6 20.2 18.2 9.90 2.22
. . Container & . .
Discharge Constant Power per Cell (Watts at 25°C) Component | Positive plate | Negative plate Cover Safety valve Terminal Separator Electrolyte Pillar seal
FV/Time | 15min | 30min | 45min 1h 2h 3h 5h 8h 10h 20h 100h Thick high Pb‘?g':‘g"f%dfor ABS Flame Eir;;'; Advanced AGM pﬁ&“g‘p’ﬁﬂric I;,"éfs
160V | 4954 316.4 2326 2134 1356 95.2 64.8 426 38.2 20.7 462 Features Sn low Ca improved (ULga-vo | StRubbeand Insert Separator for | ™ acid with epoxy
1.67V 486.4 310.6 2282 209.6 133.2 93.6 63.6 42.0 374 20.2 4.52 grid recombination |  optional) ging Mé(torque:7 | "9 Pres fumed Silica resin
1.70V 477.4 304.8 224.0 205.6 130.8 91.8 62.4 41.2 36.8 20.1 4.44 special paste efficiency resistancer ~ON.m) cell design ool conl
1.75V 468.4 299.0 219.8 201.8 128.2 90.0 61.2 404 36.0 19.8 4.36
1.80V 450.4 287.6 211.4 194.0 123.4 86.6 59.0 38.8 34.6 19.2 4.28
Note The above data are average values, and can be obtained within 3 charge/discharge cycles. These are not minimum values. Web : www.goscor-power-products.co.za  Tel : 087 542 0256 / 087 806 6872

Cell and battery designs/specifications are subject to modification without notice. Contact MUST for the latest information. Shop : www.offgridpowersolutions.co.za Email : powerproducts@goscor.co.za



